
DOUBLE PITCH DRIVE CHAINS

STANDARD ROLLER CHAINS

The pitch of the chains is twice that of standard chains while other components have the same dimensions of the corresponding standard chains. 
These cost effective chains are used in light load drives typically agriculture.
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A 2 0 4 0  E 0 8 A 0 1  2 5 .4 0  7 .8 5  7 .9 2  3 .9 6  1 1 .6 5  1 7 .8 0  2 1 .7 0  0 .4 1  1 4 4 0  

A 2 0 5 0  E 1 0 2 0 1  3 1 .7 5  9 .4 0  1 0 .1 6  5 .0 8  1 3 .9 0  2 1 .8 0  2 5 .9 0  0 .6 6  2 2 7 0  

A 2 0 6 0  E 1 2 1 0 1  3 8 .1 0  1 2 .5 8  1 1 .9 1  5 .9 4  1 8 .1 0  2 6 .9 0  3 1 .5 0  1 .0 3  3 2 4 0  

A 2 0 8 0  E 1 6 1 0 1  5 0 .8 0  1 5 .7 5  1 5 .8 8  7 .9 2  2 4 .1 0  3 3 .5 0  3 8 .9 0  1 .7 0  5 7 8 0  

A 2 1 0 0  E 2 0 1 0 1  6 3 .5 0  1 8 .9 0  1 9 .0 5  9 .5 3  2 9 .0 2  4 1 .1 0  4 7 .2 0  2 .5 5  9 0 3 0  

A 2 1 2 0  E 2 4 1 0 1  7 6 .2 0  2 5 .2 2  2 2 .2 3  1 1 .1 0  3 4 .8 2  5 0 .8 0  5 7 .4 0  4 .0 6  1 2 9 5 0  

 

EUROPEAN SERIES

208B  E08301 25.40 7.75 8 .5 1 4.45 11.65 17.00 20.90 0.47 1840 

210B  E10101 31.75 9.65 10.16 5.08 13.90 19.60 23.70 0.68 2290 

212B  E12001 38.10 11.68 12.07 5.72 15.30 22.70 27.30 0.80 2960 

216B  E16001 50.80 17.02 15.88 8.27 20.65 36.10 41.50 1.42 6120 

220B  E20001 63.50 19.56 19.05 10.19 26.42 43.20 49.30 2.36 9690 

224B  E24001 76.20 25.40 25.40 14.63 33.40 53.40 60.00 4.70 16310 

228B  E28001 88.90 30.99 27.94 15.90 37.00 65.10 72.50 6.23 20390 

232B  E32001 1 01.60 30.99 29.21 17.81 42.20 67.40 75.30 6.72 25500 

 

Above spares are available for all models

ISO 1275/BS468T/DIN 8181

E-mail - dddrives@gmail.com 
Tel : +91 022 2163 3694  
Mob : 09322641435



STANDARD ROLLER CHAINS

DOUBLE PITCH CONVEYOR CHAINS –  AMERICAN SERIES

The chains are similar to double pitch power transmission chains, but the Link Plates have a straight contour  and can be produced with 
standard or large rollers. They are used in conveyor applications where loads are low and speeds are moderate.
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C 2 0 4 0 A  0 8 A  0 1   

2 5 .4 0  

 

7 .8 5  

7 .9 2   

3 .9 6  

 

1 1 .6 6  

 

1 .5 0  

 

1 7 .8 0  

 

2 1 .7 0  

0 .4 9   

1 4 4 0  
C 2 0 4 2 A  0 8 A  0 2  1 5 .8 8  0 .8 4  

C 2 0 5 0 A  1 0 2  0 1   

3 1 .7 5  

 

9 .4 0  

1 0 .1 6   

5 .0 8  

 

1 4 .5 8  

 

2 .0 0  

 

2 1 .8 0  

 

2 5 .9 0  

0 .8 1   

2 2 7 0  
C 2 0 5 2 A  1 0 2  0 2  1 9 .0 5  1 .2 8  

C 2 0 6 0 A  1 2 1  0 1   
3 8 .1 0  

 
1 2 .5 8  

1 1 .9 1   
5 .9 4  

 
1 8 .0 6  

 
2 .3 9  

 
2 6 .9 0  

 
3 1 .5 0  

1 .2 0   
3 2 4 0  

C 2 0 6 2 A  1 2 1  0 2  2 2 .2 3  1 .9 2  

C 2 0 6 0 H  A  1 2 2  0 1   

3 8 .1 0  

 

1 2 .5 8  

1 1 .9 1   

5 .9 4  

 

1 8 .0 6  

 

3 .1 5  

 

3 1 .2 0  

 

3 5 .8 0  

1 .5 0   

3 2 4 0  
C 2 0 6 2 H  A  1 2 2  0 2  2 2 .2 3  1 .9 2  

C 2 0 8 0 A  1 6 1  0 1   
5 0 .8 0  

 
1 5 .7 5  

1 5 .8 8   
7 .9 2  

 
2 4 .0 5  

 
3 .1 5  

 
3 3 .5 0  

 
3 8 .9 0  

2 .1 0   
5 7 8 0  

C 2 0 8 2 A  1 6 1  0 2  2 8 .5 8  3 .1 8  

C 2 0 8 0 H  A  1 6 2  0 1   

5 0 .8 0  

 

1 5 .7 5  

1 5 .8 8   

7 .9 2  

 

2 4 .0 5  

 

4 .0 0  

 

3 8 .0 0  

 

4 3 .4 0  

2 .5 2   

5 7 8 0  
C 2 0 8 2 H  A  1 6 2  0 2  2 8 .5 8  3 .6 0  

C 2 1 0 0 A  2 0 1  0 1   
6 3 .5 0  

 
1 8 .9 0  

1 9 .0 5   
9 .5 3  

 
2 9 .2 6  

 
4 .0 0  

 
4 1 .1 0  

 
4 7 .2 0  

3 .2 1   
9 0 3 0  

C 2 1 0 2 A  2 0 1  0 2  3 9 .6 7  5 .4 5  

C 2 1 0 0 H  A  2 0 2  0 1   
6 3 .5 0  

 
1 8 .9 0  

 

 

1 9 .0 5   
9 .5 3  

 
2 9 .2 6  

 
4 .7 0  

 
4 3 .4 0  

 
4 6 .7 0  

3 .5 6   
9 0 3 0  

C 2 1 0 2 H  A  2 0 2  0 2  3 9 .6 7  5 .3 8  

C 2 1 2 0 A  2 4 1  0 1   
7 6 .2 0  

 
2 5 .2 2  

2 2 .2 3   
1 1 .1 0  

 
3 6 .2 0  

 
4 .7 0  

 
5 0 .8 0  

 
5 7 .4 0  

4 .6 6   
1 2 9 5 0  

C 2 1 2 2 A  2 4 2  0 2  4 4 .4 5  7 .6 6  

C 2 1 2 0 H  A  2 4 2  0 1   
7 6 .2 0  

 
2 5 .2 2  

 

2 2 .2 3   
1 1 .1 0  

 
3 6 .2 0  

 
5 .5 6  

 
5 5 .1 0  

 
6 1 .7 0  

5 .2 6   
1 2 9 5 0  

C 2 1 2 2 H  A  2 4 2  0 2  4 4 .4 5  8 .2 6  

C 2 1 6 0 A  3 2 1  0 1   
1 0 1 .6 0  

 
3 1 .5 5  

2 8 .5 8   
1 4 .2 7  

 
4 8 .2 6  

 
5 .5 6  

 
6 5 .5 0  

 
7 3 .4 0  

8 .1 5   
2 3 1 3 0  

C 2 1 6 2 A  3 2 1  0 2  5 7 .1 5  1 3 .0 0  

C 2 1 6 0 H  A  3 2 2  0 1   
1 0 1 .6 0  

 
3 1 .5 5  

2 8 .5 8   
1 4 .2 7  

 
4 8 .2 6  

 
7 .1 4  

 
7 0 .0 0  

 
7 7 .9 0  

9 .0 6   
2 3 1 3 0  

C 2 1 6 2 H  A  3 2 2  0 2  5 7 .1 5  1 2 .7 7  

 

*Select roller diameter for ordering.                                                                                                                      Above spares are available for all models

ISO 1275/ ANSI B29.4

E-mail - dddrives@gmail.com 
Tel : +91 022 2163 3694  
Mob : 09322641435




